
1. APP Download

Please contact your distributor or installer to get the ‘Customer Code’. 

Web: Visit http://www.huayuportal.com and tap ‘Register’.

APP: Tap ‘REGISTER’ on the APP login interface.
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Scan the following QR code, or just search ‘Huayu Portal’ from the App Store or Google Play to install the APP. 
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2. Register an Account

Input the needed information as below: 

PIN: PIN is attached to the data logger shell under the SN.

Data logger serial number: The serial number is attached to the data logger shell.1
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Step 2. Connect your smartphone to Wi-Fi hotspot after the ‘INV’ 
LED of the data logger is solid on.

Note: The hotspot name is same with the SN of data logger.

Note : The SSID and Password is the your Wi-Fi name and password of your router.

Step 1. Plug in the data logger and power on the inverter. 

Step 3. Open the ‘Huayu Portal’ app, tap ‘DATA LOGGER CONNECT ’
and input or select your wireless network name and password. 

Step 5. Login in ‘Huayu Portal’ and monitor your system.  

Step 4.  Tap ‘TCP Set’, then data logger will reset. After a few seconds the
three LEDs of the data logger will be solid on and the inverter connect to
the server successfully. 

3. Configure Network Settings

Method �. Set by APP

Use APP or website to set home Wi-Fi password to data logger.
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Step 5. Restart the data logger, then three LEDs of the data logger will be solid on in a few seconds and the inverter connect to the server successfully. 

Step 4. Tap ‘Station Mode Setting’ ->‘Scan’, and choose the Wi-Fi network, input Wi-Fi password, and tap ‘Save’. 

Step 6. Login in ‘Huayu Portal’ and monitor your system. 

Step 1. Download ‘Huayu Portal’ APP.

If local internet is not available, you can use APP to configure local settings. The setting steps are as below:

4. Local Monitoring and Setting

Note: The Hotspot name is same with the SN of data logger.

Step 3.  Enter 10.10.10.1 in the browser, then use ‘admin’ for both username and password to sign in, and select the language English at the top right.                

Method ��. Set by Web 

Step 1. Plug in the data logger and power on the inverter.

Step 2.  Connect your smartphone to Wi-Fi hotspot in 5 minutes when the ‘INV’ LED on the data logger is solid on.
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Q: Why is the middle light of data logger flashing?

A: After setting the right password of Wi-Fi, three LEDs of the data logger should be solid on, if it’s not and still flashing,
please follow the steps as below:

Step 1. Make sure you have set the right password and the Wi-Fi network is good,
and connect your smartphone to Wi-Fi hotspot and visit website 10.10.10.1 to check; 
Tap ‘admin’ for both username and password to sign in, the TCP client state should be
‘connected’, otherwise check your Wi-Fi name and password.

Step 2. Make sure you have added the data logger to the system before setting the password, 
this data logger is added to the system automatically when the first time you register and
input the data logger SN and PIN.
If you have more than one data logger, please visit www.huayuportal.com, login and go to
‘Configuration’ ->‘Data logger ’->‘+Add Data logger ’ to add the data logger to your existing
station.After adding the data logger, restart the data logger by plugging out and plugging in. 

Q&A 

Step 2. Connect your smartphone to Wi-Fi hotspot after the ‘INV’ LED of the data logger is solid on.

Step 3. Tap ‘LOCAL CONNECT’, then you can monitor and set the system.

Note: The hotspot name is same with the SN of data logger.
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